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The Ideal Substrate to Meet Continuous Insulation Standards

Continuous insulation (CI) has become a critical component in modern wall
construction, driven by increasingly strict energy code requirements such as
those outlined in the International Energy Conservation Code (IECC) and
ASHRAE standards. CI ensures that a layer of insulation spans the entire
exterior wall surface, uninterrupted by framing members or other thermal
bridges, dramatically reducing unwanted heat transfer. This not only
improves a building’s thermal performance but also enhances occupant
comfort, reduces energy consumption, and lowers operating costs. As
codes continue to demand higher R-values and more efficient building
envelopes, incorporating CI is no longer just an option—it’s a necessity for
compliance and long-term performance.

ProGUARD® Concrete Insulated Sheathing is an ideal solution for meeting
these evolving requirements. By combining a durable concrete exterior with
continuous rigid insulation, ProGUARD provides both impact protection and
the uninterrupted thermal barrier needed to satisfy CI mandates. Its
integrated design eliminates thermal breaks, resists moisture intrusion, and
delivers superior durability compared to conventional sheathing materials.
Whether used in commercial or residential applications, ProGUARD ensures
code compliance while streamlining installation, making it a smart, efficient
choice for builders seeking to meet the latest energy efficiency standards
without sacrificing performance or aesthetics.

One of the key advantages of ProGUARD is its ability to accept a wide
range of exterior finishes. The concrete surface is engineered to bond
securely with traditional claddings such as stone, brick veneer, and stucco,
while also supporting more contemporary materials like large-format
porcelain tile and thin brick. This versatility allows architects and builders to
achieve the desired aesthetic without compromising performance. Whether
the project calls for a classic masonry look or a sleek modern facade,
ProGUARD provides the flexibility to bring the design vision to life while
maintaining the benefits of continuous insulation and energy efficiency.

ProGUARD has been third party tested and meets the requirements of the
International Building Code (IBC), International Residential Code (IRC) and
NFPA 285 Fire Flammability Test. ProGUARD is manufactured by T. Clear
Corporation, a subsidiary company of FinPan, Inc.

https://www.constantcontact.com/landing1/vr/home?cc=nge&utm_campaign=nge&rmc=VF21_CPE&utm_medium=VF21_CPE&utm_source=viral&nav=d374babc-55a1-48e0-8c30-54c202af2ee3


Visit tclear.com to learn more
 

Continuous Insulation Meets
Flexibility in Design Finishes

ProGUARD provides CI across the wall
surface, an area that can account for as

much as 25% of energy loss. Even
better, it's ready to accept many of
today's popular exterior finishes.

 

ProGUARD
Insulation & Sheathing in One Panel

ProGUARD consists of 1/4" thick
​Util-A-Crete Concrete Backerboard
laminated to EPS or XPS insulation.
The finished panel is 3'x8' and is
available in several insulation
thicknesses to meet your CI building
envelope insulation requirements. The
wall cavity can also still be further
insulated to achieve higher overall R-
values.

ProGUARD attaches directly to
structural studs or concrete walls. By
placing the insulation on the outside of
studs, heat transfer through the stud is
greatly reduced and the thermal
efficiency of the wall system is
significantly increased.

"The Next Generation Sheathing
Product"

 

ProGUARD
Ready-to-Tile Substrate

ProGUARD provides for a flat wall
surface that is well suited for installing
porcelain tile or other thin cladding
products such as synthetic stone, brick
and thin brick. The Util-A-Crete
Concrete Backerboard substrate has a
compressive strength of 2600 psi
providing a hard, durable surface that
is resistant to impact. Util-A-Crete,
manufactured by FinPan, Inc., has over
50 years of proven performance in
interior and exterior tile installations.

ProGUARD is manufactured with a
ship-lapped design that helps reduce
thermal transfer at the panel joints
while insuring a continuous concrete
surface for the wall.

"The Clear Choice for Large Format
Gauged Porcelain Tile"

 

http://tclear.com/products/wallguard


"DURABILITY, SUSTAINABILITY, ENERGY EFFICIENCY"

Visit tclear.com for Product
Specific Installation and

Specification Details

Architects and Designers be sure to
visit tclear.com to review all the

installation and specification details on
ProGUARD. From panel installation to
the appropriate fasteners to specify all
can be found along with specific detail

drawings. You'll also find our 3-part
CSI Master Format Specification to

make specifying easier.
 

Be sure to take our Concrete Faced
Continuous Insulation Systems course

at AEC Daily. AEC Daily provides
FREE online courses that provide state

credit and many other association
approvals, such as AIA, for architects,

specifiers and interior designers.

aecdaily.com

3255 Symmes Road
Hamilton, OH 45015

800-544-7398
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